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The KAM Plus is a Kantronics hardware and software design incorporating the AX.25 Level 2
Version 2 Packet protocol as adopted by the American Radio Relay League. This manual contains
information from earlier KPC-1, KPC-2, KPC-2400, KPC-3, KPC-4, and KAM manuals and
addendums, modified as appropriate.

We have attempted to make this manual technically and typographically correct as of the date of the
current printing. Production changes to the TNC may add errata or addendum sheets. We solicit
your comments and/or suggested corrections. Please send 1o Kantronics Co., Inc., 1202 E. 23rd
Street, Lawrence, KS 66046.

Printed in the U.S.A,

© Copyright 1993-1994 by Kantronics Co., Inc. All rights reserved.

Contents of this publication or the firmware described herein may not be reproduced in any form
without the written permission of the copyright owner.

G-TOR is a trademark of Kantronics Co., {nc.
Net/Rom is a trademark of Software 2000, Inc.



READ THIS PAGE BEFORE YOU INSTALL THE PRODUCT
ASSOCIATED WITH THIS MANUAL

The product with which this manual is associated contains SOFTWARE on Programmable
Read Only Memory (PROM) or diskette which is protected by both United States copyright law
and international treaty provisions.

If you install or use the product associated with this manual, you will be deemed to be bound
by the terms of the SOFTWARE license shown below. If you do not wish to be bound by such
license, Teturn such product and all associated documentation unused to your supplier for
refund of the amount you paid.

License Agreement

1. License. In consideration of payment of the License Fee, which is included in the price of
the product, the Licensee (you) is granted by the Licensor (Kantronics Company, Inc, -
Kantronics) a non-exclusive right to use the SOFTWARE and associated documentation. No
ownership rights to the SOFTWARE or its Documentation are transferred from Kantronics to
you.

9. Term. This License Agreement is effective until terminated. You may terminate this
Agreement by destroying the PROM or diskette and documentation. You may not rent or lease
the SOFTWARE, but you may transfer the SOFTWARE and accompanying written materials
on a permanent basis provided you retain no copies and the recipient agrees to the terms of
this Agreement. Kantronics may terminate this Agreement without notice if you violate any
terms or conditions of the Agreement. In the event of termination of the Agreement, provisions
relating to Kantronics’ disclaimers of warranties, limitation of liability, remedies, or damages
and Kantronics’ proprietary rights shall survive.

3. Object Code. The SOFTWARE is delivered in object code only. You shall not reverse
compile or otherwise reverse engineer the SOFTWARE.

4. Limited Warranty. This product is covered by the standard Kantronics Co., Ine. Limited
Warranty, which is enclosed.

5. General. This License Agreement constitutes the complete Agreement between you and
Kantronics.

The SOFTWARE and/or Documentation may not be exported or re-exported in violation of any
export laws or regulations of the United States of America or any other applicable jurisdiction.

This Agreement shall be governed by and interpreted under the laws of the State of Kansas,
United States of America.

Use, duplication, or disclosure by the Government of the United States is subject to restrictions
as set forth in subparagraph (e)(1)(ii) of the Rights in Technical Data and Computer
SOFTWARE clause of DFARS 252.227-7013. ,

Kantronics may in its sole discretion, provide you with upgrades of the SOFTWARE and/or
Documentation if you have provided Kantronics your completed Warranty registration with a
copy of your receipt showing the amount you paid.

LICENSEE ACKNOWLEDGES THAT IT HAS READ AND UNDERSTANDS THIS
AGREEMENT AND AGREES TO BE BOUND BY ITS TERMS. LICENSEE FURTHER
ACREES THAT THIS AGREEMENT IS THE COMPLETE AND EXCLUSIVE STATEMENT
OF THE AGREEMENT BETWEEN LICENSEE AND LICENSOR AND SUPERSEDES ANY
PROPOSAL OR PRIOR AGREEMENT, ORAL OR WRITTEN, AND ANY OTHER
COMMUNICATIONS RELATING TO THE SUBJECT MATTER OF THIS AGREEMENT.

Any questions concerning this Agreement or any other matter relating to Kantronics Company,
Inc. products or business practices may be directed to:

Customer Service Department
Kantronics Company, Ine.
1202 E. 23rd Street
Lawrence, KS 66046
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KANTRONICS CO., INC.
LIMITED WARRANTY
Effective December 1, 1992

To be sure you will receive notice of future updates, new product information and prompt
warranty service, please take a moment to fill in the Kantronics/rfconcepts Warranty
Registration card COMPLETELY and return it along with a copy of proof of purchase (to
establish purchase date) to Kantronics Co., Inc., 1202 East 23rd Street, Lawrence, Kansas
66046 USA. Return of the Warranty Registration card and proof of purchase is a pre-
condition to warranty coverage.

1. WARRANTY. Kantronics Co., Inc. (“Kantronics™ warrants to the first consumer purchaser
(“you™), for the Applicable Warranty Period (as described below), that the Applicable Product
(as described below) will be free from defects in material and workmanship.

2. REMEDY. Kantronics agrees that, for any Applicable Product found by Kantronics to be in
violation of the warranty of Section 1 hereof within the Applicable Warranty Period, it will, at
its option, repair or replace the defective Applicable Product at no charge to you, excluding in-
bound shipping charges.

3. EXCLUSIVE REMEDY. Repair or replacement of the Applicable Product, as provided
herein, is the sole remedy available to you against Kantronics, and in no event will Kantronics
be responsible for any other liability or damages or for incidental, special, or consequential
damages, regardless of whether purported lability is predicated upon negligence, strict tort,
contract, or other products liability theory and whether or not Kantronies is warned about the
possibility of such liability or damages. SOME STATES DO NOT ALLOW THE
EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES,
SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.

4. DISCLAIMER. This Limited Warranty is in lieu of all other warranties expressed or
implied and no representative or person is authorized to assume for Kantronics any other
liability in connection with the sale of its products. KANTRONICS SPECIFICALLY
DISCLAIMS THE IMPLIED WARRANTY OF MERCHANTABILITY AND IMPLIED
WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE FOR ANY APPLICABLE
PRODUCT. IF, HOWEVER, YOU ARE A CONSUMER WITHIN THE MEAN ING OF 15 U.S.C.
§ 2301(3), THE ABOVE DISCLAIMER OF IMPLIED WARRANTIES IS EFFECTIVE ONLY
FOR PERIODS QUTSIDE THE APPLICABLE WARRANTY PERIOD. SOME STATES DO
NOT ALLOW LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY LASTS, SO
THE ABOVE LIMITATION MAY NOT APPLY TO YOU.

5. APPLICABLE PRODUCTS AND PERIODS. Kantronics products are of two types — (1)
hardware units and (2) firmware and software for operation of these units, whether
incorporated into the units themselves or separate from the units as adjuncts or accessories to
the units. Hardware units and the media containing firmware, software and documentation are
sold to the consumer purchaser and become property of the purchaser. Firmware and software
are licensed for use by the consumer purchaser in return for a fee included in the purchase
price of the units and do not become the property of the consumer. (See separate License
Agreement provided with these products). The products to which the warranty of Section 1
hereof applies (herein “Applicable Products”) and the perieds during which the warranty shall
apply to such products (herein, “Applicable Warranty Period”) are as follows:

Applicable Products:
UNITS:

KAM Plus, KAM, KPC-2, KPC-3, KPC-4, Data Engine, DVR2-2, D4-10, KTU,
fe 2/70, rfe 2/70G, rfc 2/70H, rfe 2-23, rfe 2-217, rfe 2-117, rfe 2-315, rfe 2.317,
rfc 2-417, rfc 4-32, rfc 4-110, rfc 4-310, rfe 3-22, rfc 3-211, rfe 3-112, rfe 3-312,
VHF1-60

Applicable Warranty Period:
One (1) year from date of purchase.
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ACCESSORIES:
Anemometer, Rain Gauge, Temperature Sensor (for KTU units)

Applicable Warranty Period:
Sixty (60) days from date of purchase.

DE1200 modem, DE19K2/9K6 modem, DE Jumper Board, KAM Enhancement
Board, MSK modem, Watchdog Timer

Applicable Warranty Period:
One (1) year from date of purchase.

MEDIA:

EPROMS, diskettes, video or audio cassettes, manuals (however bound), specifica-
tion and other supplemental pages or any other media on which firmware, software
or documentation are supplied

Applicable Warranty Period:
Thirty (30) days from date of purchase.

6. EXCLUSIONS. This Limited Warranty does not apply to the cosmetic appearance of the
Applicable Product; to broken or cracked cabinets; to any accessory not supplied by Kantronics
which is used with the Applicable Product; to any product that has been subject to misuse
abuse or overvoltage; to any product that has been modified by non-Kantronics personnel
unless specifically authorized in writing by Kantronics; or to any product damaged or impaired
by shipping (whether or not caused by poor packaging), neglect, accident, wiring not installed
by Kantronics, improper parameter settings which are cleared by performing a hard reset, or
use in violation of instructions furnished by Kantronics or of generally accepted industry
practice. Kantronics does not warrant that the functions contained in any software will meet
your requirements or achieve your intended results; or that operation of any software will be
uninterrupted or error-free or without effect upon other software used with it. Responsibility
for the selection of the hardware and software program to achieve your intended results rests
with you.

7. REMEDY PROCEDURE. Should you need to make a warranty claim, first contact the
dealer from whom you purchased the product. If the dealer is unable to assist you, contact
Kantronics Co., Inc., by mail at 1202 East 23rd Street, Lawrence, Kansas 66046 USA; by fax at
913-842-2021; or by phone at our Customer Support number 913-842-4476. Contact us prior to
returning an Applicable Product to receive a Return Authorization Number. (As a practical
matter, problems can often be solved in such a manner without the product having to be
returned to Kantronics for repair or replacement.)

Return of any Applicable Product for the enforcement of rights under this Limited Warranty
shall be at your expense. Any product returned for warranty service which Kantronics
determines to be without defect or not covered by this Limited Warranty shall be subject to a
minimum charge of one-half hour labor rate and the product will be returned to you at your
sole expense. Please note, no warranty service will be provided until Kantronics has been
furnished with your Warranty Registration card and copy of proof of purchase establishing
purchase date.

8. NON-ASSIGNMENT. This Limited Warranty is not assignable by you. Any attempt to
assign or transfer any of the rights, duties, or obligations hereof is void.

9. OTHER RIGHTS. This Limited Warranty gives you specific legal rights and you
may also have other rights which vary from jurisdiction to jurisdiction.

GENERAL version 7.0 March 21,1994 KAM Plus
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Consult the limited warranty policy in this manual for the service provisions offered by
Kantronics at no charge. This warranty is considered to be in force only when the customer
has submitted his completed warranty registration within 10 days of purchase, and when the
stipulations of the warranty have been met. Violations of warranty clauses will automatically
void the warranty and service or repairs will be charged to the owner.

Service outside the warranty will be charged at the cost of parts, labor, and return shipping.
Units returned for service without a Return Authorization number will be subject to a
minimum charge of 1/2 hour labor plus shipping and handling. Contact the Service Department
(913-842-4476) to obtain a Return Authorization number. Repaired units will be returned via
UPS C.O.D. These C.0.D. charges can be avoided by including your VISA or MasterCard
number with your unit to be repaired. Shipping and repair may then be charged.

When service or repairs appear necessary, it may be wise to call or write Kantronics to
determine if the problem can be solved without returning the unit. Should you encounter
difficulty in getting your KAM Plus to “talk” to your computer, you may wish to perform some
limited checks before calling or writing. Carefully check your wiring connections to the RS-232
port. Verify your terminal baud rate. It may be useful to perform a “Hard Reset”. (See Hard
Reset section.)

When calling, report the product name and ask for the Amateur Radio Service Department.
Should you find it necessary to call for assistance, please have the following information
available:

1. The unit name and serial number (the serial number is found on the rear panel.)

9. The firmware version number (the version number is displayed when you give
the Version command.)

If possible, you should have the KAM Plus and your computer available to perform
troubleshooting operations when you call.

The Service Department telephone hours are 9 am - noon and 2 pm - 5 pm
Central Time 913-842-4476, Monday through Friday.

When writing, include a clear description of the problem, unit name, computer type, computer
software used and if possible a DISPLAY listing from the KAM Plus. ‘

Returns to the factory for refund or exchange are strictly regulated. Any return for refund or
exchange must be approved by the service department.

International Returns

In case of unit problems, first contact the dealer from whom you purchased the product. If you
must return a Kantronics product to us, please observe the steps outlined below. It will save
both you, the customer, and Kantronics unnecessary difficulties and expense.

1. All returns must be shipped to the factory at 1202 East 23rd Street, Lawrence, KS 66046
USA.

2. All expenses of returning item(s) to Kantronies must be paid by you, including any
duty/entry fees, whether the return is for warranty or non-warranty repair.

3. Usually, the best way to return item(s) to us is by mail. However, if you wish to use one of
the courier services such as DHL, Federal Express, ete., be sure to use DOOR-TO-DOOR
service. If you use one of these services, a commercial invoice may be required. Please check
with your carrier before shipping.
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Include in the description of the item(s) on the paperwork (whether postal or courier)
the words:

“[1.8. GOODS RETURNED FOR REPAIR/REPLACEMENT.”
An additional description of “Amateur radio peripheral equipment”, or “Data
communications equipment”, would be helpful. It would also be helpful (but not required) to
include the code number 9801.00.1035 9 which tells U.S. Customs agents that the package
contains “U.S. goods returned without improvement/enhancement”. However, if the words
“1J.S. goods returned for repair/replacement” are on the paperwork, the number is not really
necessary.
Provide a value for customs purposes. This is usually the value of the item(s) in their
current condition. A $0 value is not acceptable for U.S. Customs.

Inside the package, with the item(s), include:
* 2 fax number (if available) in case we need to contact you
¢ a correct and full address for return

+ method of payment to be used for any charges (if MasterCard or VISA, include
expiration date).

* 7 brief description of the problem
« a reference to any conversations with the technical/sales staff about the problem
 and the Return Authorization number assigned.

For warranty repairs, we will pay the shipping charges to return the item(s) to you via
air parcel post. If you wish return by courier service, include your account number. To
be eligible for repair under warranty, we must have a record that you sent your Warranty
Registration card and proof of purchase to Kantronics, and the item(s) must still be within
the warranty period at the time the return is authorized.

For non-warranty repairs, you must pay the return shipping charges.
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INFORMATION TO THE USER

NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital Device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equip-
ment generates, uses and can radiate radio frequency energy and, if not installed and used

in accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that the interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception, which can
be determined by turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures: - :

* Reorient or relocate the receiving antenna.
« Increase the separation between the equipment and receiver.

« Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

s Consult the dealer or an experienced Radio/TV technician for help.

The user is cautioned that any changes or modifications not expressly approved by the party
responsible for compliance could void the user’s authority to operate the equipment.

The user is also cautioned that any peripheral device installed with this equipment must be
connected with a high-quality shielded cable to insure compliance with FCC limits.

In moving to the world of digital communications via computers, a new dimension of RFI
may be encountered. In spite of the equipment manufacturers' diligence, each new piece

of electronic equipment will react differently in each separate environment. Every amateur
station will have its own unique layout, equipment variation, and antenna installations.
Experience has shown that these differences are related to the total RF environment, and
may be causative factors in RFI induced problems. The suggestions given here may assist
in resolving RFI problems you may encounter in your “unique” station.

1. Use shielded cable for all connections between equipment.

2. Make all interconnecting cables as short as practical. A balance should be maintained
between cable length and equipment proximity. At times simply moving the video monitor
one foot further from an interface or other device will solve the “screen hash” problem.

3. Antenna runs should be kept away from equipment control lines and/or interconnecting
cables. If it is necessary for such lines to cross each other they should do so at 90 degree
angles.

4. Ground leads should be as short as possible and go to a GOOD EARTH GROUND.

5. Interconnecting cables appearing to act as radiators or antennas should be looped through
a toroid. Be certain toroids, if used, are designed for the frequency in use.
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Some Abbreviations

<Ctrl-x>: This represents a single control character sent from your terminal program to the
KAM Plus. To send this character, press and hold the control key and type the second key (x)
while holding the control key down. If another letter follows this (i.e. <Ctrl-C>T) da not con-
tinue to hold the control key down while pressing the other letter. If your keyboard does not
have a control key, consult your computer/terminal manual to determine which key performs
the control key function. If your terminal does not have a key that performs this function, you
will need to change the parameters in the KAM Plus that define these special Ctrl key
characters.

$ preceding a number denotes a hex number (base 16)

<CR>: carriage return, $0D, decimal 13, <Ctrl-M>, ENTER key
<LF>: line feed, $0A, decimal 10, <CtrlJ>

I/O: Input/Output

A command is entered to the KAM Plus by typing the command name and its argument
(setting or value) in the Command mode. The prompt for the Command mode is ¢emd:.

The command name and the argument must be separated by a space, and the KAM Plus takes
action when a carriage return <CR> is typed. All commands may be abbreviated to the shortest
string indicated by the CAPITAL letters in the command reference.

You may examine the value of any parameter by typing the command name followed by a
<CR>. The DISPLAY command allows you to display sets of related parameters as a group.

fq”rmat

All commands are listed alphabetically in this manual. On the first line of a command will be
the command name followed by any arguments used with the command. Arguments shown in
square brackets ([ ]) are optional. If a command accepts several different values, or a range of
values, the permissible values will be shown in parentheses (). Arguments may also be shown
separated by a vertical bar (1). This indicates that you may choose ONE of the items separated
by the bar. The factory default value for this parameter or command is shown in curly braces

(.

Some of the commands in the KAM Plus are dual-port commands, allowing you to set one value
for the HF port of the KAM Plus, and a different value for the VHF port. This is indicated by a
dual-port default value (e.g. {192/63}). The value shown before the slash bar is the value used
for the HF port of the KAM Plus, and the value after the slash is used for the VHF port. There
are a few exceptions to the HF/VHF convention, in which the value before the slash applies to
non-packet modes of operation, and the value after the slash is for packet operation. These are
noted in the description of the command.

Parameter Types

n (range): Any number within the range is permissible.

n ($00 - $FF): Any HEX number - normally used to define an ASCII character. When entering
a HEX number, be sure to type the $ symbol to indicate a hex number follows. See the ASCII
chart at the end of the manual to determine the code required.

COMMANDS version 7.0 March 21,1994 KAM Plus
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flags (choiceAlchoiceB): Many commands allow a choice of two or more possible entries .
(e.g. ON| OFF). For ON/OFF choices, you may also enter YES or NO. Other commands accept -
one of several choices (ON | OFFITO | FROM). Enter the appropriate word to indicate your
choice.

callsigns xxxxxx-n: Many commands require a callsign or alias as an argument, These
parameters are normally set to Amateur callsigns, however any combination of 6 numbers
and/or letters is permitted. You may opticnally include an “extension” (SSID, Secondary
Station Identifier) which is a decimal number between 0 and 15 (inclusive) used to distinguish
two or more stations on the 2ir with the same amateur call. SSIDs of 0 are not displayed by the
KAM Plus. '
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® 8bitconv ONIOFF {ON]

When ON, transmission of 8-bit data is allowed in packet and ASCII modes. When OFF, the
8th data bit is set to 0 before transmission and all data received in these modes will have
the Bth bit set to 0. See also: parity.

® ABaud n (n = 0, 300, 600, 1200, 1800, 2400, 4800, 9600)

This command sets the baud rate for communication with your computer or terminal. It is set
automatically when you press the * during the KAM Plus autobaud routine. See also: reset,
restore.

® AMtor [xxxx[xxxxx]] {immediate command}

This command places the KAM Plus in the AMTOR STANDBY mode. Entering AMTOR
xxxx{xxxxx] will cause the KAM Plus to start a link sequence to the station specified. Entering
AMTOR without a selcal will allow your KAM Plus to respond to a link request from another
station, or to transmit Mode B (FEC) AMTOR. To transmit Mode B, type <Ctrl-C>T to begin
transmission, and type <Ctrl-C>E to end the transmission. You may also copy Mode B trans-
missions in this mode, if ARQBBS is OFF. See also: arqtime, autostrt, canline, fec, lamtor,
misschar, mygroup, myselcal, pmode, rephase, txdtor, txdfec.

® ARqbbs ONIOFF [OFF}

When ON the PBBS in your KAM Plus may be accessed by another station using AMTOR,
G-TOR, or Pactor ARQ. When OFF, the PBBS may only be accessed on packet. NOTE that
if ARQBBS is ON, you will not be able to transmit FEC from the Standby modes. See also:
arqid, pbbs.

® ARQIdn (n=0-31) {9

This command sets the time interval in 1 minute increments for an automatic CW ID when
operating AMTOR, G-TOR, or Pactor ARQ. The CW ID will be transmitted at the speed set by
the CWSPEED command, and the text of the ID is set with the CWIDTEXT command. Setting
ARQID to 0 disables the antomatic ID. See also: argbbs.

® ARQTimen (n=1-10) {2}

This command sets the timeout interval when attempting to link to another station in AMTOR
ARQ mode. The interval is set in increments of 64 ARQ cycles (approximately 28.8 seconds).
See also: amtor.

® ASCBaudn (n=20-500) {10}

This command sets the default baud rate used when entering the ASCII mode with no baud
rate specified. See also: ascil.

® Ascii [n} (n = 20-500)

This command places the KAM Plus in ASCII mode. If you specify the optional value n, the
KAM Plus will enter ASCII at the specified speed, otherwise it will operate at the speed set
in ASCBAUD. See also: ascbaud, autostrt, canline, hbaud, pmode.

® AUtocrn (n=0-255) {0}

A carriage return <CR> character is sent to the radio after n characters are typed on a line
when operating RTTY, ASCII, AMTOR, G-TOR, or Pactor. Setting AUTQCR to ¢ disables
automatic carriage returns.
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® AUTOLf ONIOFF [ON]

When ON, a line feed is sent to the terminal after each carriage return. This command only
affects data sent to the terminal, not data sent over the radio. See also: crsup, Ifsup.

® AUTOStrt ONIOFF {OFF]

When ON and operating in RTTY or ASCII mode, the KAM Plus will receive information only
after it has received the MYAUTOST identifier. It will then continue to receive until it receives
four “N”s signifying the end of message, or 30 seconds of no signal.

When ON and in AMTOR mode or FEC mode, only AMTOR SELFEC messages which contain
any of the selcals in MYSELCAL or MYGROUP will be received. Loss of lock will cause the

KAM Plus to stop receiving data. See also: fee, myautost, mygroup, myselcal.

® AX2512v2 ONIOFF {ON/ON}

When ON, Level 2 Version 2 protocol is implemented for packet operation. When OFF, Level 2
Version 1 protocol is used. See also: relink, retry, tries

For more information, the book AX.25 Amateur Packet-Radio Link-Layer Protocol Version 2.0
October 1984, can be obtained from the ARRL.

® AXDelayn (n=0-255) {0}

This command specifies a period of time to wait, in addition to TXDELAY, after keying the
radio before data is transmitted. If you operate through a voice repeater, this delay may be
required to allow the repeater’s transmitter to turn on. Each unit represents 10 milliseconds.

® AXHangn (n=0-255) [0}

When operating through a voice repeater, this command should be set to the hang time

of the repeater. If the KAM Plus has detected activity within this time interval, it will not use
the AXDELAY setting, since the repeater should still be transmitting. Each unit represents
10 milliseconds.

® Beacon [EverylAfter]n {n=0-255 (EVERY (/EVERY 0}

When set to EVERY, a beacon packet will be transmitted every n minutes. When set to AFTER,
a beacon packet will be transmitted ONCE after n minutes of no channel activity. Settingn to 0
will disable beacon transmissions. See also: btext.

® Bltsn (n = $00-SFF) {800}

This command specifies the bits to be inverted when receiving a RTTY or ASCII signal. This
may enable you to decode some scrambled RTTY/ASCII signals. Transmitted RTTY and ASCII
is not affected by this command.

® BKondel ONIOFF (ON]

When ON, the KAM Plus will echo a backspace-space-backspace sequence to your terminal
when the DELETE character is received from the terminal. When OFF, the KAM Plus will echo
a backslash character (\) when the DELETE character is received. See also: delete, redisplay.

® BText text (0 - 128 characters)

Specifies the contents of a BEACON packet. To clear the BTEXT, enter a single % character
(BTEXT %). See also: beacon.

® BUDCalls [+1-]callsign(s) | NONE (NONE}

A list of up to 10 callsigns for use with BUDLIST or CONLIST. To delete or add individual
entries, precede the callsign with a “=” or “+” respectively. See also: budlist, conlist.

/
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