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PREFACE

Thank you for purchasing SainSonic Amateur Portable
Radio. We always offer high performance, stable wireless
two way radio. BAOFENG factory developed GT-3WP
water proof two way radio, especially for maritime, shipping
users. Please read this manual carefully before use. The
information presented herein will help you to drive maximum
performance from your radio.

SAFETY INFORMATION:

The following safety precautions shall always be observed during operation, service
and repair of this equipment.

e This equipment shall be serviced by qualified technicians only.

® Do not modify the radio for any reason.

e Use only BAOFENG supplied or approved batteries and chargers.

e Do not use any portable radio that has a damaged antenna. If a damaged antenna comes into
contact with your skin, a minor burn can result.

e Turn off your radio prior to entering any area with explosive and flammable materials.

e Do not charge your battery in a location with explosive and flammable materials.

e To avoid electromagnetic interference and/or compatibility conflicts, turn off your radio in any a
rea where posted notices instruct you to do so.

e Turn off your radio before boarding an aircraft. Any use of a radio must be in accordance with
airline regulations or crew instructions.

e Turn off your radio before entering a blasting area.

e For vehicles with an air bag, do not place a radio in the area over an air bag or in the air bag
deployment area.

® Do not expose the radio to direct sunlight over a long time, nor place it close to heating source.

e \When transmitting with a portable radio, hold the radio in a vertical position with the microphone
3 to 4 centimeters away from your lips. Keep antenna at least 2.5 centimeters away from your
body when transmitting.

A WARNING: If you wear a radio on your body, ensure the radio and its antenna
are at least 2.5 centimeters away from your body when transmitting.
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FEATURES AND FUNCTIONS:

This is a GT-3WP dust and waterproof resisting two way radio. After 30 minutes into one
meter underwater, the radio still works very well. So that its ensure the product reliability
in wet environments.

Drop resistance, Rolling resistance
Chinese /English Switchover

¢ Dual-band handheld transceiver, with display function menu on the display "LCD".
Working Frequency: VHF130-176MHz & UHF400-520MHz

e High power/ mid / low (5 W/3W/1 W) selectable

e Up to 128 memory channels.

e Cross band reception/transmission

e A variety of display channel number, frequency, channel frequency, channel name, etc.

e CTCSS & DCS

e Tone end of transmission

® Function "VOX" (voice operated transmission).

e DTMF emergency alarm

e ANI code

e Selectable Frequency Step 2.5/5/6.25/10/12.5/20/25/50 kHz

® Frequency reverse

e Battery saving function "SAVE".

e Emergency SOS sound and light alarm

e Programmable by PC.

¢ Broadband (Wide 25KHz) / Narrowband (Narrow 12.5KHz), selectable..

e Commercial FM radio receiver (65 MHz ~ 108 MHz).

e Display illumination and programmable keyboard.

e Built-in LED flashlight
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UNPACKING AND CHECKING EQUIPMENTS:

Carefully unpack the transceiver. We recommend that you identify the items listed in
the following before discarding the packing material. If any items are missing or have
been damaged during shipment, please contact your dealers immediately.

( )
Battery Pack Antenna

\_ Belt Clip Handstrap )

Note:

ltems included in the package, may differ from those listed in the table above depending on the
country of purchase. For more information, consult your dealer or vendor.

OPTIONAL ACCESSORIES:

)
Lapel Speaker-Microphone Program Cable

Note:
Consult the dealer or retailer for information about options available.
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INSTALLATION OF ACCESSORIES:

1.INSTALLING THE ANTENNA:

Install the antenna as shown in the figure below and turn it

clockwise until it stops. 1 1

Note:
e When installing the antenna, don't rotate it by its top,

holding it by its base and turn. L) L)

e |f you use an external antenna, make sure the"SWR" = 1 = 2
is about 1.5:1 or less, to avoid damage to the = =
transceiver's final transistors. J D

® Do not hold the antenna with your hand or wrap the
outside of it to avoid bad operation of the transceiver.
e Never transmit without an antenna.

2.INSTALLING THE BELT CLIP:
If necessary, install the belt clip at the rear of the battery
compartment cover as shown in the figure below.

Note:

® Do not use any kind of glue to fix the screw on the belt
clip.

The solvents Glue may damage the battery casing.
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3.MICRO-HEADSET INSTALLATION OF EXTERNAL.:
Plug the external micro-headset connector into the jack of
"SP. & MIC"of the transceiver as shown in the figure below.

4.BATTERY INSTALLATION:

When attaching the battery, make sure the battery is in parallel
and in good contact with the aluminum chassis. The battery
bottom is about 1 to 2 centimeters below the bottom of the
radio's body.

Align the battery with the guide rails on the aluminum chassis
and slide it upwards until a "click" is heard.

The battery latch at the bottom locks the battery.

Turn off the radio before removing the battery.

Slide the battery latch, at the bottom of the radio*s body, in
the direction indicated by the arrow.

Slide down the battery for about 1 to 2 centimeters, and then
remove the battery from the radio's body.
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BATTERY CHARGING:

Use only the charger specified by the manufacturer. The charger's LED indicates the
charging progress.

( CHARGING STATUS LED INDICATION )
Standby (no-load) Red LED flashes,while Green LED glows
Charging Red LED solidly glows
Fully Charged Green LED solidly glows
L Error Red LED flashes,while Green LED glows )

Please follow these steps:

1. Plug the power cord into the adapter.

2. Plug the AC connector of the adapter into the AC outlet socket.

3. Plug the DC connector of the adapter into the DC socket on the back of the charger.
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