
G4 - GMRS MOBILE RADIO
QUICK START GUIDE

Turn the Volume Knob [2] clockwise until your device powers on.

Use the Channel Knob [3] to set your radio to the same channel as the radio you’re trying to communicate with. 

Lock the radio [    ] to prevent an accidental channel change.

Start Talking

Indicator Light Illuminates red while transmitting

Volume Knob Powers the radio on/off, adjusts volume

Channel Knob Changes channels / scrolls through menu

Menu Key Enters the menu / confirms the current selection

A/B Key Switches between monitored channels in “Dual Monitor Mode”

P1 Key Quick access to P1 channel preset/ Adjust LSO 10MHz 

Quick access to P2 channel preset / Adjust LSO 1.5 MHzP2 Key

HWY Key

Lock Key

Quick access to Highway Channel 19

Locks the radio controls/back or exit on the menu

Microphone Port 6-Pin connection port for included hand-mic

Intercom Connector Rugged Ready connector used for headsets, intercoms, etc. Requires adapter cable PN CJ-M1. (Sold Separately)

External Speaker Mono (2-conductor) audio connector for external speakers.

Power Plug Connects to the radio power cable. Ensure a direct connection to the battery to avoid electrical interference.

Antenna Connector Connects to the antenna cable.

N/A N/A

N/A N/A

N/A N/A

N/A N/A

N/A N/A

Exit/Back Lock/Unlock

A/B Ch. Switch Programmable

Preset Ch. 15/
10 MHz Change

Save current 
channel to P1

Save current 
channel to P2

Preset Ch. 16/
1.5 MHz Change

Preset Ch. 19 Programmable
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FCC NOTICE: The G4 operates on GMRS (General Mobile Radio Service) frequencies, which require a Federal Communications Commission (FCC) license. You must be licensed prior to 
operating on channels 1-7, 15-22 or RP15-22 which comprise the GMRS channels of the G4. Serious penalties may result from unlicensed use of GMRS channels, in violation of FCC rules, as 
stipulated in the Communications Act’s Sections 501 and 502 (amended). You will be issued a call sign by the FCC that should be used for station identification when operating your radio on 
GMRS channels. You should also cooperate by engaging in permissible transmissions only, avoiding channel interference with other GMRS users, and being prudent with the length of your 
transmission time. To obtain a license or ask questions about the license application, contact the FCC at 1-888-CALL-FCC or go to the FCC’s website: http://www.fcc.gov and request Form 
605.
FCC Compliance Statement: This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) 
this device must accept any interference including received interference that may cause undesired operation. Note 1: The grantee is not responsible for any changes or modifications not expressly 
approved by the party responsible for compliance. Such modifications could void the user’s authority to operate the equipment. Replacement of any transmitter component (crystal, semiconductor, 
etc.) not authorized by the FCC equipment authorization for this radio could violate FCC rules. Note 2: This equipment has been tested and found to comply with the limits for a Class B digital device, 
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can 
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or more of the following measures: Reorient or relocate the receiving antenna. Increase the separation between the equipment 
and receiver.  Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.  Consult the dealer or an experienced radio/TV technician for help.

FCC RF Exposure and Separation Distance: This radio transmitter has been approved by FCC to operate with the antenna types listed below with the maximum permissible gain and required 
antenna impedance for each antenna type indicated. Antenna types not included in this list, having a gain greater than the maximum gain indicated for that type, are strictly prohibited for use with 
this device. External Antenna: Maximum Antenna Gain: 0 dBi Antenna lmpedance: 50 Ohms  This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. 
This equipment shall be installed and operated with a minimum distance 114 cm between the radiator & body.
WARNING: MODIFICATION OF THIS DEVICE TO RECEIVE CELLULAR RADIOTELEPHONE SERVICE SIGNALS IS PROHIBITED UNDER FCC RULES AND FEDERAL LAW.
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TIPS

• Do NOT coil or bundle excess antenna cable. If the 
cable is too long, route it so excess length is used 
up. Coiling the antenna will inhibit transmitting and 
could damage your radio.

• For best performance, radio power and ground 
should be connected directly to  the battery. 
Failure to do so can result in electrical noise or low 
transmit power. 

 If you have any other questions, our team is ready to help! 
RUGGEDRADIOS.COM | 1 (888) 541-7223 | Ask For Tech Support 

rtsystemsinc.com

To program your radio and to access 
advanced features, visit or contact 
them at 800-921-4834


